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SHEET | TOTAL
STATE PROJECT NUMBER NO. | SHEETS
GA. b4 | 59
| PRACT ICE | PRACTICE
CODE |STD :SPC’ s DETAIL DESCRIPTION CODE|STD :SPC’s DETA/IL DESCRIPTION
:SECTION :SECTION
| ' - | ' UCE
BRUSH THIS ITEM CONSISTS OF A SILT BARRIER CONSTRUCTED AT THE TOF TEMPORARY THIS IS A BLANKET OF TEMPORARY STRAW MULCH USED TO RED
BARRIER ) OF FILL SLOPES MADE OF BOUGHS, LIMBS AND SMALL LOGS FROM WULCH SO/L EROSION AND STABILIZE THE SO/IL. IT 1S USED ;OOEONTROL
| %%k\g _ THE CLEARING AND GRUBBING OPERATION. THE BARR/ER SHOULD | | EROSION N AREAS WHERE PERMANENT VEGETATION 1S QU
L N BE USED AT THE TOE OF FILL SLOPES ON GRADING PROJECTS [N T Y, | SEASON OR TO TEMPORARILY STABIL)ZF AREAS PRIOR TO FINAL
T ISTEISIESIS RURAL AREAS WHERE SUFFICIENT RIGHT OF WAY OR EASEMENT 1S .5g¢i§§§§§f§ffi§§§j GRAD I NG. -
CONSTRUCT I ON V9 | AVAILABLE (10 FEET OR MORE). THE BARRIER SHOULD RUN [ tin Ty
- DETAIL " | ROUGHLY PERPENDICULAR TO THE FLOW OF WATER WHERE TH/S - SECTION 1653 NS S
. DOES NOT CONFLICT WITH RIGHT OF WAY OR EASEMENT L iu17s.
| [ INE CODE THEY WILL NOT BE PLACED IN WETLANDS. LINE CODE

FOR CONTRACTOR’S USE ONLY

- THIS 1S A TEMPORARY FARTH BERM CONSTRUCTED AT THE EDGE OF TEMPORARY THE SOWING OF A QUICK GROWING SPFCIES OF GRASS SUITABLE T0O
EARTH BERM THE EMBANKMENT DURING THE GRADING OPERATION. THIS BERY GRASS | NG oY vy v | THE AREA AND SEASON IS TO BE USED ON ALL PROJECTS.
WILL PREVENT SLOPE EROSION AND DIRECT RUNOFF TO A DOWN VIr IS Y
DRAIN "Dnl' OR CATCHMENT AREA. THIS WILL BE USED ON ALl - VITIE LN
GRADING PROJECTS. | A Ao

| NS VY
— SECTION 163 | V¥ ¥ ¥y
e
| LINE CODE

A R R IO PN LA I A
FOR CONTRACTOR’S USE ONLY SIS R FOR CONTRACTOR’S USE ONLY
THIS ITEM CAN BE USED ON RIGHT OF WAY OR EASEWENTS. TN RURAL
CHECK WOODED AREAS. THE PURPOSE OF THE CHECK DA 1S T0 REDUCE

DAM FLOW VELOC!ITY. LOWER VELOCITIES REDUCE EROS]ON POTENT AL

AND ALLOW SOME SUSPENDED SEDIMENT TO DEPOS]/T, THEY ARE

SECTION 162 — ' :
. TROUT STREAMS OR LAKES FROM SILTATION PRODUCED BY i)NOR
FLOOD EVENTS.

Cd-S - STONE
Cd-Hb - HAYBALE
Cd-Sb - SANDBAG

DIVERS 10ON
CHANNEL

1 NATURAL STREAM. THIS IS A MEASURE USED TO PROTECT STREAM
| | BEDS FROM ERQOSION. SPECIAL LININGS ARE REQUIRED, SUCH AS
SECTION 204, AN B PLASTIC SHEETING, GEOTEXT/LE FABRICS, RIP RAP OR OTHER

205 RN METHODS DEVISED BY THE CONTRACTOR. RIP RAP SHOULD BE USED

ONLY IN EXTREME CONDITIONS. Sd/-6 OR SG MAY BE REQU/IRED

LINE CODF PARALLEL TO THE CHANNEL TO PREVENT SEDIMENT LADEN RUNOFF

FROM ENTERING THE STREAM. THE SIZE OF THE CHANNEL W/LL
DEPEND ON THE DISCHARGE, CHANNEL GEOMETRY, CHANNEL SLOPE

e D ) D e ) AND ROUGHNESS.  |T IS DESIGNED FOR A TWO YEAR STOPM
FREQUENCY.  CONSTRUCTION OF THE D/VERS]ON CHANNEL IS
INCLUDED IN THE COST OF THE STRUCTURE.
DOWN DRAIN A TEMPORARY PIPE SLOPE DRAIN IS A PLASTIC FLEX/BLE PIPE TO
STRUCTURE H CARRY WATER FROM THE WORK AREA TO A [OWER ELEVAT/ON.
FLEXIBLE (& - TEMPORARY SLOPE DRAINS SHOULD BE PLACED AT INTERVALS OF «
CONSTRUCT 1 OM - 200 FEET ON A O TO 2 PERCENT GRADE, 200 FEET ON STEEPER - -5? '
GRADES AND MORE FREQUENTLY AS DICTATED BY F/ELD CONDITIONS. | . »
DETATL THE USUAL PIPE SIZE IS 10 [NCH CORRUGATED. THE OUTLET AREA | DEPARTMENT OF TRANSPORTATION
\| SECT/ION 44] SHOULD BE STABILIZED WITH SILT FENCE, SUMP HOLE OR OTHER STATE OF GEORGIA |
_ APPROPRIATE MEANS FOR VELOCITY DISSIPATION AND EROS/!ON | ,
— LINE CODE CONTROL.
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